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PRODUCT NovaBond AGC Adhesive & Grease Cleaner 
 

Disclaimer 
This information relates only to the specific material designated and may not be valid for such material used in combination with any other 
materials or in any process. Such information is, to the best of the company's knowledge and belief, accurate and reliable as of the date 
indicated. However, no warranty guarantee or representation is made to its accuracy, reliability or completeness. It is the user's 
responsibility to satisfy himself as to the suitability of such information for his own particular use. 

 
 

NovaBond AGC is our maximum strength grade citrus cleaner that dissolves the most difficult of 
surface residual deposits.  
 

NovaBond AGC is a professional strength, safe solvent cleaner in a tough trigger spray for removing 
oils, greases, adhesives, silicone, lubricants, wax, rubber marks and tar from; sign-making components, 
machinery, tools, metal, glass, plastics and painted wood.  
 
Features & benefits 
 

 Easy trigger spray 

 Non-flammable 
 

Breaks down 
 

 Adhesives & silicone 

 Grease & tar 

 Gum & wax 

 Wet paint 

 Oil & rubber marks/scuffs 
 

Instructions: 
 

1. Apply the NovaBond AGC and allow 5 – 10 minutes for the cleaner to penetrate the 
contaminated surface.  

2. Wipe the contaminant off and cleanse the surface with mild detergent/soapy water.  
 

Product Specification 

 

Property  Specification 

Type: Adhesive & grease cleaner 

Action: Trigger Spray 

Volume: 500ml 

Colour: Clear 

Advised application temperature: 5-25ºC 

Shelf Life: 12 month shelf life stored between 5ºC and 25ºC 

Health & Safety:  No concerns, REACH & RoHS complaint – MSDS available on request 


